
Clean Room™ FL / 
Clean Room VL & VL
Square Lay-in & Tegular
smooth texture

Clean Room VL with Clean Room 1-1/2" suspension system (Pg. 247) 

Key Selection AttributeS
•  Clean Rooms up to ISO Class 5  

(Class 100) (excludes items 869, 879)
•  Meets USDA/FSIS guidelines for use  

in food processing areas (excludes 
items 869, 871)

•  Durable – Washable, Scrubbable,  
Soil-resistant

•  Non-directional visual reduces  
installation time and scrap

•  30-Year Limited System Warranty  
against visible sag, mold/mildew,  
and bacterial growth

Clean Room FL with Clean Room 15/16" suspension system (Pg. 247) VL with Prelude® 15/16" suspension system (Pg. 259)

DetAil   (Other Suspension Systems compatible. Refer to listing on page 162.) color

10-YEAR
 Availability

1.   Clean Room FL

2. Clean Room VL

3. VL

4. Clean Room FL with  
15/16" suspension system

5. Clean Room VL with  
1-1/2" suspension system

White   
(Clean Room VL  

& VL)

White with  
Gray Spatter

(Clean Room FL)
21 3

161

4 5

TechLineSM 877 ARMSTRONG  armstrong.com/commceilings

typicAl ApplicAtionS
clean room Fl, clean room Vl 
•  Clean Rooms
•  Kitchens/food preparation areas
•  Laboratories
•  Healthcare
 -  Patient Rooms
 -  Treatment Rooms
 -  Semi-restricted surgical areas
 -  Emergency rooms

Vl (perforated)
•  Lavatories/restrooms
•  Utility Rooms

Items 1715, 1716,  
1720, 1721
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clean room Fl Field panel**  UL Classified BioBlock+
Humi- 

Guard+
Water 
Repel Wash Scrub Impact Scratch Soil

No. of 
Years

15/16" or  
1-1/2" 
Square  
Lay-in

Square Lay-in 9/16" Angled Tegular 15/16" Angled Tegular Ultima Plank ShipLap
Long Edge Detail

Ultima Plank ShipLap
K2C2 Short

15/16" Chamford Tegular
Cirrus Profiles Chamfered

Tongue and GrooveConcealed Beveled K4C4

Classic Step Tegular Ultima Plank ShipLap
Long Edge Detail

Ultima Plank ShipLap
Beveled Tegular Short

15/16 Classic Step Tegular
~8-ID (99) (drw 10)

9/16" Beveled Tegular 15/16" Beveled Tegular 9/16" Square Cut Tegular 15/16" Square Tegular

9/16" Chamfered Tegular
Cirrus Profiles Chamfered

Concealed 
Soft Look Radiused Tegular

9/16" Cubic Graphis 
NeoCubic

9/16"  Flush Tegular
Ledges

15/16" Flush Tegular
Ledges

9/16" Wrapped Tegular
Graphis Wrapped Linear 

and Cubic

9/16" Wrapped Linear and 
Mixed Corner “B”

(Flumes, Graphis Linear Corner 
& Dots & Squares)

Concealed 
Square Edge K4C4

 Linear Cubic 
Beveled Crossgate

A B
15/16" Vector

C D
15/16" Vector C & D

A B C D

1, 6, 7 1715 24 x 24 x 3/4" 0.55 35 Class  
A

0.79 • • • • • • • • • High – 30

1, 6, 7 1716 24 x 48 x 3/4" 0.55 35 Class  
A

0.79 • • • • • • • • • High – 30

clean room Fl border panel**

15/16" or  
1-1/2" 
Square  
Lay-in

Square Lay-in 9/16" Angled Tegular 15/16" Angled Tegular Ultima Plank ShipLap
Long Edge Detail

Ultima Plank ShipLap
K2C2 Short

15/16" Chamford Tegular
Cirrus Profiles Chamfered

Tongue and GrooveConcealed Beveled K4C4

Classic Step Tegular Ultima Plank ShipLap
Long Edge Detail

Ultima Plank ShipLap
Beveled Tegular Short

15/16 Classic Step Tegular
~8-ID (99) (drw 10)

9/16" Beveled Tegular 15/16" Beveled Tegular 9/16" Square Cut Tegular 15/16" Square Tegular

9/16" Chamfered Tegular
Cirrus Profiles Chamfered

Concealed 
Soft Look Radiused Tegular

9/16" Cubic Graphis 
NeoCubic

9/16"  Flush Tegular
Ledges

15/16" Flush Tegular
Ledges

9/16" Wrapped Tegular
Graphis Wrapped Linear 

and Cubic

9/16" Wrapped Linear and 
Mixed Corner “B”

(Flumes, Graphis Linear Corner 
& Dots & Squares)

Concealed 
Square Edge K4C4

 Linear Cubic 
Beveled Crossgate

A B
15/16" Vector

C D
15/16" Vector C & D

A B C D

1, 6, 7 1720 24 x 24 x 5/8" N/A 35 Class  
A

0.79 • • – • • • • • • Std – 30

1, 6, 7 1721 24 x 48 x 5/8" N/A 35 Class  
A

0.79 • • – • • • • • • Std – 30

1, 6, 7 Other 
Sizes

W: 24" / L: 24" - 48" 
5/8" Thick

N/A 35 Class  
A

0.79 • • – • • • • • • Std – 30

clean room Vl unperforated**

15/16" or  
1-1/2" 
Square  
Lay-in

Square Lay-in 9/16" Angled Tegular 15/16" Angled Tegular Ultima Plank ShipLap
Long Edge Detail

Ultima Plank ShipLap
K2C2 Short

15/16" Chamford Tegular
Cirrus Profiles Chamfered

Tongue and GrooveConcealed Beveled K4C4

Classic Step Tegular Ultima Plank ShipLap
Long Edge Detail

Ultima Plank ShipLap
Beveled Tegular Short

15/16 Classic Step Tegular
~8-ID (99) (drw 10)

9/16" Beveled Tegular 15/16" Beveled Tegular 9/16" Square Cut Tegular 15/16" Square Tegular

9/16" Chamfered Tegular
Cirrus Profiles Chamfered

Concealed 
Soft Look Radiused Tegular

9/16" Cubic Graphis 
NeoCubic

9/16"  Flush Tegular
Ledges

15/16" Flush Tegular
Ledges

9/16" Wrapped Tegular
Graphis Wrapped Linear 

and Cubic

9/16" Wrapped Linear and 
Mixed Corner “B”

(Flumes, Graphis Linear Corner 
& Dots & Squares)

Concealed 
Square Edge K4C4

 Linear Cubic 
Beveled Crossgate

A B
15/16" Vector

C D
15/16" Vector C & D

A B C D

1, 7 868 24 x 24 x 5/8" N/A 40 
•

Fire 
Guard

0.80 • • • • • • • • • Std – 30

1, 7 870 24 x 48 x 5/8" N/A 40 
•

Fire 
Guard

0.80 • • • • • • • • • Std – 30

Vl perforated - not for clean rooms

15/16" or  
1-1/2" 
Square  
Lay-in

Square Lay-in 9/16" Angled Tegular 15/16" Angled Tegular Ultima Plank ShipLap
Long Edge Detail

Ultima Plank ShipLap
K2C2 Short

15/16" Chamford Tegular
Cirrus Profiles Chamfered

Tongue and GrooveConcealed Beveled K4C4

Classic Step Tegular Ultima Plank ShipLap
Long Edge Detail

Ultima Plank ShipLap
Beveled Tegular Short

15/16 Classic Step Tegular
~8-ID (99) (drw 10)

9/16" Beveled Tegular 15/16" Beveled Tegular 9/16" Square Cut Tegular 15/16" Square Tegular

9/16" Chamfered Tegular
Cirrus Profiles Chamfered

Concealed 
Soft Look Radiused Tegular

9/16" Cubic Graphis 
NeoCubic

9/16"  Flush Tegular
Ledges

15/16" Flush Tegular
Ledges

9/16" Wrapped Tegular
Graphis Wrapped Linear 

and Cubic

9/16" Wrapped Linear and 
Mixed Corner “B”

(Flumes, Graphis Linear Corner 
& Dots & Squares)

Concealed 
Square Edge K4C4

 Linear Cubic 
Beveled Crossgate

A B
15/16" Vector

C D
15/16" Vector C & D

A B C D

1 869 24 x 24 x 5/8" 0.55 35 Fire 
Guard

0.78 • • • – • • • • • Std – 30

1 871 24 x 48 x 5/8" 0.55 35 Fire 
Guard

0.78 • • • – • • • • • Std – 30

Also see Optima® Health Zone™ and Ultima® Health Zone for use in Clean Rooms. ** Clean Room Class 5 (Class 100)

Clean Room™ FL/ 
Clean Room VL & VL
Square Lay-in & Tegular
smooth texture
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Calculate LEED contribution at armstrong.com/greengenie  *locAtion DepenDent

LeeD®

1911, 1911HRC  
1912, 1912HRC  
1914, 1914HRC, 1915 
1915HRC, 1916, 1917 
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Material
Wet-formed mineral fiber 

Surface Finish
1715, 1716, 1720, 1721 – Soil-resistant polyester film
868, 870, 869, 871 – Vinyl-faced membrane 

Fire performance
ASTM E84 and CAN/ULC S102 surface burning  
characteristics. Flame Spread Index 25 or less.  
Smoke Developed Index 50 or less. (UL labeled) 
Fire Guard™: A fire resistive ceiling when used in  
applicable UL assemblies

AStM e1264 classification
1715, 1716, 1720, 1721 – Type IV, Form 2, Pattern G H
868, 870, – Type IV, Form 2, Pattern E
869, 871 – Type IV, Form 2, Pattern C E
Fire Class A

Sag resistance
HumiGuard® Plus – superior resistance to sagging  
in high humidity conditions up to, but not including,  
standing water and outdoor applications.

Anti Mold/Mildew & bacteria
BioBlock® Plus contains an anti-microbial treatment and 
provides guaranteed resistance against growth of mold/
mildew and Gram-positive and Gram-negative  
odor/stain-causing bacteria for 30 years.

Voc emissions 
(Excludes FL Border Panels) Third party certified compliant 
with California Department of Public Health CDPH/EHLB/
Standard Method Version 1.1, 2010. This standard is the  
guideline for low emissions in LEED, CalGreen Title 24, 
ANSI/ASHRAE/USGBC/IES Standard 189; ANSI/GBI Green 
Building Assessment Protocol.

high recycled content◆
Contains greater than 50% total recycled  
content. Total recycled content based on product  
composition of post-consumer and pre-consumer  
(post-industrial) recycled content per FTC guidelines.

insulation Value
R Factor – 1.5 (BTU units)
R Factor – 0.26 (Watts units)

30-year performance Guarantee & Warranty†

When installed with Armstrong Suspension System. 
Details at armstrong.com/warranty

Weight; Square Feet/carton
1715 – 1.02 lbs/SF; 48 SF/ctn 
1716 – 1.02 lbs/SF; 64 SF/ctn 
1720 – 1.04 lbs/SF; 48 SF/ctn 
1721 – 1.17 lbs/SF; 64 SF/ctn 
868, 869 – 1.10 lbs/SF; 48 SF/ctn 
870, 871 – 1.11 lbs/SF; 64 SF/ctn

note: For assistance on proper Clean Room installation,  
contact TechLine at 1 877 ARMSTRONG.

Minimum order Quantity:
1 carton, excludes other sizes.

Metric items Available
1715M, 1716M, 1720M, 1721M, 868M,  
870M, 869M, 871M – Metric items are  
subject to extended lead times and  
minimum quantities. Contact your  
representative for more details.

ViSuAl Selection perForMAnce   Dots represent high level of performance.

SuSpenSion SySteMS
1-1/2"

Square Edge for Extruded Aluminum
Clean Room Grid

2.1

15/16"

.

Clean Room 
(Steel or Aluminum)

  Prelude® 

Prelude Plus XL Aluminum
  Prelude XL® Fire Guard

Clean Room 
(Steel or Aluminum) M
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LEED® is a registered trademark of the U.S. Green Building Council 
All other trademarks used herein are the property of AWI Licensing 
Company and/or its affiliates   © 2013 AWI Licensing Company  
Printed in the United States of America

TechLineSM / 1 877 ARMSTRONG 
armstrong.com/commceilings  

(search: clean room)
BPCS-3044-813 162




